
500 FG 900 FG 1000 FG 75/500 FGX 75/900 FGX 77/1000 FG

Model 500 FG 900 FG 1000 FG 75/500 FGX 75/900 FGX 73/1000 FG 75/1000 FGX 77/1000 FG 79/1000 FGV
Maximum 60 gph 90 gph 180 gph 120 gph 180 gph 360 gph 180 / 360 gph 540 gph 360 / 540 gph
Flow Rate 227 lph 341 lph 681 lph 454 lph 681 lph 1363 lph 681 / 1363 lph 2044 lph 1363 / 2044 lph
Height 11.5" / 292 mm 17" / 432 mm 22" / 559 mm 11.5" / 292 mm 17" / 432 mm 22" / 559 mm 22" / 559 mm 22" / 559 mm 22" / 559 mm
Width 5.8" / 147 mm 6" / 152 mm 6" / 152 mm 14.5" / 368 mm 18.75" / 476 mm 16.5" / 419 mm 18.75" / 476 mm 21.5" / 546 mm 21.5" / 546 mm
Depth 4.8" / 122 mm 7" / 178 mm 7" / 178 mm 9.5" / 241 mm 11" / 279 mm 12" / 305 mm 11" / 279 mm 12" / 305 mm 12" / 305 mm
Weight 4 lbs / 1.7 kgs 6 lbs / 2.7 kgs 10 lbs / 4.5 kgs 17 lbs / 7.7 kgs 23 lbs / 10.4 kgs 26 lbs / 11.8 kgs 30 lbs / 13.6 kgs 39 lbs / 17.7 kgs 52 lbs / 23.6 kgs
Port Size Std. 3/4"-16 UNF 7/8"-14 UNF 7/8"-14 UNF 3/4"-16 UNF 7/8"-14 UNF 1 3/4" NPT 7/8"-14 UNF 1 1"-11 1/2 NPT 3/4" NPT
(Option) 16 mm x 1.5 22 mm x 1.5 22 mm x 1.5
Clean Pressure 0.25 psi 0.34 psi 0.49 psi 0.70 psi 1.7 psi 1.7 psi 3.7 psi 1.7 psi 2.5 psi
Drop 1.72 kPa 2.4 kPa 3.4 kPa 4.83 kPa 11.7 kPa 11.7 kPa 25.5 kPa 11.7 kPa 17.2 kPa
Maximum 15 psi 15 psi 15 psi 15 psi 15 psi 15 psi 15 psi 15 psi 15 psi
Operating Pres. 103 kPa 103 kPa 103 kPa 103 kPa 103 kPa 103 kPa 103 kPa 103 kPa 103 kPa
Element # 2010 2040 2020 2010 2040 2020 2020 2020 2020
Element 4" / 102 mm 5" / 127 mm 10" / 254 mm 4" / 102 mm 5" / 127 mm 10" / 254 mm 10" / 254 mm 10" / 254 mm 10" / 254 mm
Removal 
Clearance
Notes: (1)  Male “JIC” 37" fittings.

(2)  Flow rates shown for one/both filters on-line.
(3)  Flow rates shown for two/all filters on-line.
For accurate fuel flow rates consult your engine manual, 
engine manufacturer's agent or Racor distributor.

Manifold Units:
•  75/500, 75/900 and 75/1000 double manifolds with shutoff valve.
•  73/1000 double manifold without shutoff valves.
•  79/1000 triple manifold with shutoff valves.
•  77/1000 triple manifold without shutoff valves.
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